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BOSCH SECURITY SYSTEMS INC BP1448
130 PERINTON PKY
FAIRPORT, NY 14450 USA

Models DS1101i, -1102i, -1103i audio glass break detectors. To be installed with the DS1110i tester.

Model DS1520 Seismic vibration detector for safe and vault use.

Model 0D850, combination passive infrared and microwave motion detector with Standard lens for indoor and outdoor use as
indicated in the installation instructions.

Models DS415i, -415iDC photoelectric intrusion detection units. Each model consists of a transmitter and receiver unit and 500 ft
maximum range. Intended for indoor use only.

Models ISM-BLD1-P-F1, -F3, combination passive infrared and microwave motion detector with Standard lens for indoor use as
indicated in the installation instructions.

Model ISC-BPQ2-W12 Passive Infrared Intrusion Detection Unit.

Models ISC-BPR2-W12, ISC-BPR2-WP12 Passive Infrared Intrusion Detection Unit.

Models ISC-BDL2-WP12G, ISC-BDL2-W12G, ISC-BDL2-WP6G Combination Microwave and Passive Infrared Intrusion Detection Unit.

Model ISM-BLA1-LM Light (LED) Module accessories, for use with Models ISM-BLD1-P-F1, ISM-BLD1-P-F3, ISM-BLP1, ISM-BLP1-P,
ISM-BLQ1 motion detectors. For supplementary use only.

Models ISM-BLP1, -CCM, -P, combine passive infrared for indoor use as indicated in the installation instructions.

Model ISM-BLQ1, combine passive infrared for indoor use as indicated in the installation instructions.

Model ISC-PPR1-W16 passive infrared intrusion detection unit for indoor use as indicated in the installation instructions; Model ISC-
PPR1-WA16G combination passive infrared/microwave intrusion detection unit for indoor use as indicated in the installation
instructions.

Models ISC-PDL1-W18G, ISC-PDL1-WA18G, ISC-PDL1-WA18GB, ISC-PDL1-WC30G combination passive infrared/microwave
intrusion detection units for indoor use as indicated in the installation instructions.

Vibration intrusion detection units, Models ISN-SM-50, ISN-SM-80.

Models ISN-AP1 and ISN-AP1-T passive infrared detector. (Model ISN-AP1 for Residential application only).
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When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please search the UL
Environment database for additional information regarding this product's certification.

The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and
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covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The
Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, without any
manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with permission from
UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the
following format: "© 2013 UL LLC".
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