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ACD-SEO8K26-50 Card, SEOS, 8K, 26bit, 50pcs

u Credit card size

u Imprinted card number

u Seos chip

u 8 KB for standard applications

u Fully supported by the LECTUS secure readers

Seos cards have a wire antenna and a Seos chip
embedded.
LECTUS secure readers fully support the Seos cards.
The card is recognized and read when held in front
of the reader.
With 8 Kbytes memory, the card is suitable for
standard applications.
The reading process is passive with a frequency of
13.56 MHz.

Installation/configuration notes

Contactless credentials with Seos chip are ideal for
installations with high-availability systems.

Parts included

Quantity Component

50 Cards

Technical specifications

Environmental

Operating temperature (°C) -40 °C – 70 °C

Operating temperature (°F) -40 °F – 158 °F

Mechanical

Material PVC; PET

Dimensions (H x W x D) (mm) 54 mm x 85.73 mm x 0.84 mm

Dimensions (H x W x D) (in) 2.13 in x 3.38 in x 0.03 in

Weight (g) 5.50 g

Weight (oz) 0.20 oz

Operation

Chip write endurance (writing
cycles)

500,000

Data preservation (years) 20 years

Reading format Seos

Radio

Transmission frequency (MHz) 13.56 MHz
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Ordering information

ACD-SEO8K26-50 Card, SEOS, 8K, 26bit, 50pcs
Card, Seos, 8K, 26bit, 50pcs
Order number ACD-SEO8K26-50 | F.01U.405.139
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