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CSP-D00114 Orientation sheet for DCNM-FVP
DICENTIS

u Clearly noticeable dots-6 braille pattern to
distinguish between the different voting buttons
of the device

u Easy to stick to the flush voting panel

The orientation sheet makes the DCNM-FVP Flush
voting panel accessible for visual impaired users due
to the braille pattern dots-6 below touch areas.
The orientation sheet has clearly noticeable braille
cells to help distinguish between the different voting
buttons. The foil can be easily stuck onto and
removed from the DCNM-FVP as needed.

System overview

The orientation sheet uses Latin braille script
numbers, from one to five, to identify the voting
buttons:

Nº1 Nº2 Nº3 Nº4 Nº5

Parts included

Quantity Component

25 CSP-D00114 Orientation sheet for DCNM-FVP

Technical specifications

Mechanical

Material Hard coated polyester film

Thickness (µm) 200 µm

Environmental

Operating temperature
(°C)

20 °C – 35 °C

Operating temperature
(°F)

68 °F – 95 °F

Gluing temperature (°C) 15 °C ‒ 25 °C

Gluing temperature (°F) 59 °F ‒ 77 °F

Storage temperature
(°C)

15 °C – 25 °C

Storage temperature
(°F)

59 °F – 77 °F

Storage relative humid-
ity (%)

50% – 65%

You can store the sheet for three years after
manufacture at proper storage temperatures.
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i Notice

Do not transport the DCNM-FVP with the
orientation sheet applied due to its temperature
sensitiveness.

Ordering information

CSP-D00114 Orientation sheet for DCNM-FVP
Orientation sheet with braille pattern dots-6 for the
visually disabled.
Order number CSP-D00114 | F.01U.409.005
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