
Communications Systems - HDP-LW Lightweight headphones

HDP-LW Lightweight headphones

u Lightweight with high quality sound
reproduction

u Replaceable ear pads

u Foldable ear pads for easy storage

u Right‑angled jack plug

The lightweight, ergonomic design makes HDP-LW
comfortable to wear, allowing for hours of use. The
ear pads can be folded into a flat headphone that is
easier to store and transport.

Regulatory information

Region Regulatory compliance/quality marks

Europe CE HDP-LW

Parts included

Quantity Component

10 HDP-LW Lightweight headphones

Technical specifications

Audio

Nominal impedance (Ω) 32 Ω

Frequency response (Hz) 50 Hz – 18000 Hz

Sensitivity at 1 kHz/mW (dB) 94 +/- 4 dB

Electrical

Maximum input power (mW) 20 mW

Mechanical

Weight (g) with cable 68 g

Weight (lb)with cable 0.15 lb

Ordering information

HDP-LW Lightweight headphones
Lightweight headphones for high-quality sound
reproduction with replaceable ear pads. Set of 10
pieces.
Order number HDP-LW | F.01U.410.116

Accessories
HDP-LWEP Ear pads for HDP-LW
Replacement ear pads for the HDP-LW Lightweight
headphones. Set of 100 pieces.
Order number HDP-LWEP | F.01U.410.141
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