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 See IM: Installation Manual

3

1. Wireless Connection Supported browsers

2. Wired Connection

Network name: Bosch DICENTIS

WPA2 key: dcnm-wap

Browser:  http://dcnm-wap.local

Android:  http://172.27.2.1

Browser:  http://dcnm-wap.local

Domain server: http://dcnm-wap

OR

 See CM: Configuration Manual

Login

Username: admin

Password: 

Login 
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ON

System settings

Seats

Subscription mode

DICENTIS Wireless Conference System
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1-4

1.

3.

See step 13Next Device
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11

System settings

Seats

Subscription mode

DICENTIS Wireless Conference System
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13

Testing

OK

14

System settings

Upgrade

DICENTIS Wireless Conference System

DCNM-WD / DCNM-WDE

DCNM-WAP

https://licensing.boschsecurity.com/software

Software UpgradeDownload
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System settings

Seats

Seat 1

(x-x) Seat name Prio

DICENTIS Wireless Conference System

Seat 2

16

Testing

OK

DCNM-WDE

DCNM-WD

NFC

Orange

Red

Battery and signal

 See IM: Installation Manual

Additional information

 For product related information, free
software download and documentation, visit:

www.boschsecurity.com

For the latest software versions, go to:

https://licensing.boschsecurity.com/software

For China ROHS, see:

http://cn.boschsecurity.com/rohs
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