BOSCH PAVIRO – PVA-1WEOL End-of-line supervision module

Architects’ and Engineers’ Specifications

The End-of-line (EOL) supervision module shall be used to monitor the integrity of a loudspeaker line. 
In combination with an EOL master, integrated in every controller and router of the system, it shall be possible to permanently monitor the loudspeaker line for short and open circuits.
It shall be possible to use the EOL module in applications where continuous business music is requested. It shall be EN 54-16 compliant, and shall be designed to fit directly on loudspeakers.
It shall be possible to use the status LED on the module to check the installation.

Technical specifications
The EOL module shall have the following technical specifications.

The technical data in this section shall apply to PVA-1WEOL hardware version 1.2 and firmware version 1.3 in combination with PVA-4CR12 or PVA-4R24 hardware version 02/00. For information on previous versions, see “Compatibility with older EOL modules”.

Electrical
	Power supply
	18–22 kHz, 8 Veff, 20 mW



Wire limits
	Minimum RG
	3 MΩ

	Maximum Cg
	2500 nF

	Number of modules
	60



Mechanical
	Product dimensions 
(Height x Width x Depth)
	15 x 78 x 60 mm

	Net weight
	30 g



Environmental
	Operating temperature
	-5 °C to +45 °C

	Relative humidity (non-condensing)
	< 95%







Compatibility with older EOL modules
It shall be possible to have different hardware and software versions in the same system; however, the lowest Cg should be taken as the maximum Cg for the system.

PVA-1WEOL - HW 1.1, FW 1.1
	Minimum RG
	1.5 MΩ

	Maximum Cg
	200 nF

	Number of modules
	60



PVA-1WEOL - HW 1.1, FW 1.2
	Minimum RG
	1.5 MΩ

	Maximum Cg
	800 nF

	Number of modules
	58



Standards
The End-of-line (EOL) supervision module shall meet the following standards:
· IEC 60065
· EN 55032
· EN 50130‑4
· EN 60945
· FCC
· ICES‑003
· [bookmark: _GoBack]EN 54-16
· ISO 7240‑16
