BOSCH PAVIRO – OM-1 Interface module

Architects’ and Engineers’ Specifications

· The interface module shall be capable of distributing Dante audio between system controllers.

· The interface module shall be capable of sending at least 4 and receiving at least 16 Dante channels.

· It shall be possible to mount the interface module in a system controller to enable Dante audio distribution on a system controller.

· The interface module shall be EN 54‑16 compliant and certified. 

· The interface module controller shall support single and redundant (RSTP) connections.

· The interface module shall support Gigabit network transport and status connectivity.

· [bookmark: _GoBack]It shall display the network activities such as link, network activity and Gigabit status connection via LED’s for each port.


Technical specifications
The interface module shall have the following technical specifications:
Technical specifications
Electrical
Supply voltage/current: +3.3 V DC / 860 mA +5 V DC / 60 mA
Ethernet connectors (Primary / Secondary):
100/1000 Mbit/s, RJ-45, integrated transformer isolation
Sampling rate: 48 kHz
Data format: 24 Bit
Audio channels: up to 16 x 16 at 48 kHz
Audio flows: up to 16 x 16 simultaneous audio streams
Latency across network: 5 ms (typically)

Mechanical
Product dimensions: (Width x Height x Depth) 89 x 27 x 92 mm
Net weight: 75 g

Environmental
Electromagnetic environment: 		E1, E2, E3
Operating temperature: 			-5 °C to 45 °C
Storage and transport temperature: 	-20 °C to +70 °C
