BOSCH PAVIRO - PVA-20CSE Call Station Extension

Architects’ and Engineers’ Specifications
· [bookmark: _GoBack]The call station extension shall be an EN54-16 compliant and certified user interface.

· It shall be designed in a robust and modern chassis. 

· It shall expand the call station by 20 customizable functions keys.

· It shall be possible to install a maximum of five call station keypads on one call station, which shall expand the call station by up to 100 function keys (115 in total).

· It shall be possible to mount the keypad on the left or right side of the call station.

· The call station extension shall have the following specifications:
· 20 free customable functions keys, and two LEDs per button (green/red).
· It shall be possible to program button functions as:
· Zone select, source select, level control, emergency on/off, message on/off, failure acknowledge/reset.
· Switching output trigger on/off or 0 to 10V, select scheduled events, scheduled event on/off.
· The LED’s shall also be programmable for own indication functionality.
· Fascia cover with transparent areas for customizable labels.
· RJ12 cable for data connection to call station or other keypad.
· Max. 5 keypads per call station.
· Sends & receives operational control to and from the call station.

Technical specifications
The call station extension shall have the following technical specifications:

	Buttons
	20 programmable zone/function keys

	Color
	RAL 9017 (traffic black)

	Indicator lights
	Green and red LED per programmable zone/function key

	External connectors
	2 EXT connectors

	Operating temperature
	-5 °C to +45 °C (+23 °F to +113 °F)

	Storage and transport temperature
	-25 °C to +70 °C (-13 °F to +158 °F)

	Product dimensions 
(Width x Height x Depth)
	140 x 163 x 63 mm

	Net weight
	0.35 kg



