The FLEXIDOME In-ceiling Housing for Plenums kit is plenum-rated per 2008 NEC section 300.22 (c) (3). This kit is suitable for installing dome cameras flush in a ceiling.

- Suitable for use in air-handling spaces
- Separate support kit available for drop ceiling applications

Ceiling hole cut-out dimensions
Housing Dimensions

Parts included

The kit contains the following parts necessary to install a FLEXIDOME camera in-ceiling. Note that a VGA-IC-SP mounting support kit (sold separately) is also recommended when mounting in drop ceiling applications; see the Installation Manual for details.

<table>
<thead>
<tr>
<th>Quantity Supplied</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Backbox, formed 7490</td>
</tr>
<tr>
<td>2</td>
<td>Toggle bolt: #6-32x3&quot;</td>
</tr>
<tr>
<td>4</td>
<td>Screw: #10-24x3.8, thread form</td>
</tr>
<tr>
<td>1</td>
<td>Cover, FLEXIDOME ceiling plate</td>
</tr>
</tbody>
</table>

Technical specifications

Construction

- Dimensions (W x H x L) (box) 190 mm x 190 mm x 190 mm (7.48 in. x 7.48 in. x 7.48 in.)
- Weight
  - Net: 0.329 kg (0.72 lb)
  - Gross: 0.862 kg (1.9 lb)
- Material: Aluminum
- Mounting: In-ceiling

Ordering information

**VDA-PLEN-DOME In-ceiling Housing for Plenums**
In-ceiling housing for plenums kit for several series of Bosch dome cameras
Order number **VDA-PLEN-DOME**